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Featuring complete stainless steel 
construction, chemical resistant coatings, 
as well as Class I, Division 1 explosion-
proof systems, Germfree’s laboratory 
fume hoods are universally used for 
the safe handling of chemical fumes in 
cleanrooms, labs, and more. A hinged 
front window allows for the easy ingress 
and egress of large equipment.

�QDuctless fume hoods

�QLaminar � ow fume hoods

�QExplosion-proof fume hoods 

Custom fume 
hoods

Amplifi cation processes are very sensitive 
and proper sterility levels are required 
to achieve accurate Polymerase Chain 
Reaction (PCR) results. Germfree 
manufactures PCR Workstations and 
cabinets for processes involving PCR 
amplifi cation and manipulation of DNA 
and RNA. Germfree off ers a range of 
PCR cabinets from 3’ to 4’, including 
units that protect personnel and the work 
environment while protecting samples 
from contamination. 
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PCR cabinets

American Made
Proudly engineered and 
manufactured in Florida, 

USA for six decades.

PCR Cabinets
Available 3’ and 4’ models
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Pass-through
airlock 

Germfree has leveraged decades 
of facility design experience to develop a 
pass-through airlock uniquely engineered 
to meet the demands of a modern 
biocontainment facility. This airlock allows 
for the safe transfer of materials in and 
out of containment areas without having 
to enter the laboratory. All stainless steel 
construction with coved interior and 
exterior corners and a pharmaceutical 
grade fi nish make these pass-through 
boxes the most cleanable and robust on 

the market.  When materials are placed 
within the pass-through a HEPA-purge 
cycle is initiated, which rapidly exhausts 
and fi lters the interior air until it has 
reached ISO Class 7.  Interlocks assure 
that both doors cannot be opened 
simultaneously and that the receiving 
side door remains locked until the 
HEPA-purge is complete.  These units 
are available in a variety of sizes and are 
designed to fi t seamlessly into your new or 
existing laboratory facility.
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Biocontainment Overview

Pass-Through Airlock
Available in 16” x 16”, 24” x 16”, and 24” x 24” models

Biocontainment Overview



Mobile 
biocontainment 
facilities

Germfree’s mobile biocontainment 
lab platform delivers rapid solutions 
to meet BSL-2, BSL-2+, and BSL-3 
standards. 

Germfree’s bioGO® Mobile 
Laboratories are available in standard 
and custom confi gurations. Our 
mobile platforms range from Sprinter 
Vans to 53’ (16 meter) long trailers. 
Each mobile facility is engineered 
and constructed to meet or exceed 
relevant CDC-NIH BMBL, World Health 
Organization (WHO) guidelines and 
other international standards for 
BSL-2 and BSL-3 biocontainment 
laboratories. 

Our sophisticated trailer and vehicle-
based laboratories are deployed 
globally, delivering rapid solutions for 
disease surveillance and response, 
fi eld research and testing, surge 
capacity, and a diverse range of critical 
public health missions.
Custom solutions available.
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Features:

Seamless Arcoplast walls

Ample equipment space

Durable cleanroom fl ooring
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Accelerated adaptability for a rapidly 
changing landscape

Germfree’s bioGO® Modular 
Laboratories are available in standard 
and custom confi gurations to meet a 
wide range of applications at various 
levels including BSL-2, BSL-2+, BSL-3,and 
ABSL-3. 

Our facilities deliver critical 
biocontainment capacity throughout the 
world. Germfree’s Laboratory Modules 
are structural and can be confi gured in 
multi-building, multi-level layouts with 
placement of the MEP/HVAC on top, 
inside, or adjacent to the facility. Our 
Modules are single-building structural 
modules or ISO containers with 
integrated MEP/HVAC. These facilities can 
be installed as a freestanding outdoor 
building or within a shell building (box-
in-box). Our Off site-built, Containment-
ready facilities off er accelerated 
timelines, when compared to traditional 
construction methods, and feature full 
integration of equipment.

Biocontainment Overview

Features & options:

Proven solution — operational 
in an expedited timeline

Manufactured in our controlled 
environment to assure 
compliance and mitigate 
risks of traditional construction 
and renovation projects

Integrated Germfree 
equipment may eliminate 
the need for complex ducting 
in multi-story buildings

Larger confi gurations ideal 
for large research operations

Exterior designs to match 
your existing facility

Modular 
biocontainment 
facilities

Biocontainment Overview
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Biocontainment Overview
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Germfree

4 Sunshine Blvd. 
Ormond Beach,  
Florida, USA 
+1 386-265-4300

germfree.com
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Germfree Europe

Swords Business Campus 
Swords, Co. Dublin 
K67 D8H0 Ireland 
+353 (0) 1 894 8800


