
Pass-through chambers for 
the modern cGMP cleanroom

Biopharma Equipment

Cleanroom Pass-Through

Germfree has leveraged our decades of facility design experience to 
develop a material pass-through (airlock) that is uniquely engineered 
to meet the demands of a modern cleanroom.  All stainless 
steel construction with coved interior and exterior corners and a 
pharmaceutical grade finish make these pass-through boxes the 
most cleanable and robust on the market. Pass-Through Boxes are 
designed to facilitate the safe transfer of materials between spaces 
within a cleanroom and have a large viewing window allowing a clear 
line of sight between rooms. Sealed pass-through boxes maintain 
complete environmental separation between work areas. The pass-
through box eliminates cross contamination between work areas. 
 
When materials are placed within the pass-through a HEPA-purge 
cycle is initiated, which rapidly filters the interior air until it has 
reached ISO Class 7.  Interlocks assure that both doors cannot be 
opened simultaneously and that the receiving side door remains 
locked until the HEPA-cycle is complete.  These units are available in 
a variety of sizes and are designed to fit seamlessly into your new or 
existing cleanroom facility.
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Equipment pictured may include custom or optional features

Pharmacy Biopharma Biocontainment



GENERAL 
- Windows 
n Tempered glass viewing 
windows allow a clear line 
of site both within the 
pass-through box and 
between rooms 
 

 
 

CONFIGURATIONS 
	  
n HEPA Purge Model	
n Static Pass Through		
	  

 
 
 
 
 

INTERLOCKS 
n HEPA Purge Model 
	 n The receiving side 
door will remain locked for 
the duration of the purge 
cycle 
 
 
	   

ELECTRICAL

-Voltage 
	 n 110v 
-Frequency 
	 n 60Hz 
- Plug type: 
 

Equipment checklist
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Application Specifications

For use in cleanrooms to maintain 
control of particulates as materials are 
passed between classified and non-
classified spaces. Pass-through boxes 
reduce traffic within the cleanroom 
while expediting the transfer of product, 
supplies and equipment. These units 
are deigned with ease of integration 
into both new and existing cleanroom 
facilities.

n Pharmaceutical cleanroom 

n Hospital pharmacy

n Non-hazardous drug compounding

Testing, warranty, and support information

- Germfree will include an operation and maintenance 
manual

- 24 month warranty on defects, workmanship, and parts

(excluding gaskets and filters)

n Upward Door Swing  
Doors on both sides of the 
pass-through swing upwards to 
minimize footprint and reduce 
interference with other equipment 
in the cleanroom

n Mechanical Interlocks  
This system prevents both 
doors from ever being opened 
simultaneously 
 
Electrical

n System requires 110V, 60Hz,      
15 amp circuit* 

n 230V, 50Hz system available	

n Optional wall plug

*Unit draws maximum 3 amps 

Asterisk (*) denotes optional

Equipment pictured may include custom or optional features

Interior Dimensions Wall Opening Dimensions
Model w D H w H

16 x 16 16” 24” 16” 24.625” 34.625”

24 x 24 24” 24” 24” 32.625” 42.625”

Standard features

n Stainless Steel Construction 
Fabricated from the most robust 
materials, Germfree’s cleanroom 
pass-through boxes are designed 
to withstand the repeated use 
and daily cleaning required by a 
cleanroom facility

n HEPA Filtration Cycle  
When materials are placed within 
the HEPA filtered pass-through box 
and the doors are closed, a HEPA 
filtration cycle is initiated which 
rapidly filters the interior air until it 
has reached ISO Class 7 

Horizontal Laminar Flow Vertical Laminar Flow Containment Ventilated EnclosuresCleanroom Pass-Through
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Technical drawings

16x16 Model

Horizontal Laminar Flow Vertical Laminar Flow Containment Ventilated EnclosuresCleanroom Pass-ThroughCleanroom Pass-Through

A

A
SECTION A-A

28 1/16

38 1/1616
WORK AREA

 HEIGHT

24 3/8
3 13/16

15

15
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Technical drawings

24x24 Model

Horizontal Laminar Flow Vertical Laminar Flow Containment Ventilated EnclosuresCleanroom Pass-ThroughCleanroom Pass-Through

A

A
SECTION A-A

36 1/16

46 1/1624
WORK AREA

 HEIGHT

24 3/8
3 13/16

23
23
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