
Active pass-through chambers for 
the modern facility

Cleanroom Equipment

Cleanroom Pass-Through

Germfree has leveraged our decades of facility design experience 
to develop an active material pass-through (airlock) that is uniquely 
engineered to meet the demands of a modern facility. 100% stainless 
steel UP-Series Pass-Through Boxes facilitate a safe material transfer 
for operators and ultimately patients. 

Electromechanical interlocking and active-HEPA filtration eliminates 
the need for unecessary facility procedures for operators. This 
engineering control assures operators safely transfer materials every 
single time. 

Per Annex 1, “pass-through hatches without active filtered air supply 
should be avoided. If necessary, provisions and procedures should be 
in place to avoid any risk of contamination.” 
 
These units are available in a variety of sizes and are designed for an 
easy installation into your new or existing facility.
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Equipment pictured may include custom or optional features

Pharmacy Biopharma Biocontainment
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Application Specifications

Used to maintain control of particulates 
as materials are passed between 
classified and non-classified spaces. 

n Pharmaceutical cleanroom 

n Hospital pharmacy

n Biocontainment 

CQV, warranty, and support information

- Germfree will include an operation and maintenance 
manual

- 12 month warranty on defects, workmanship, and parts

(excluding gaskets and filters)

- Optional IQOQ documentation and execution available 

n Two Installation Options 
Hardwired or external plug 
connection

n Dedicated Maintenance Panels 
Maintenance can be completed 
without removal of HEPA filters 
avoiding recertification downtime 
and costs

n UP-SWING Doors  
Doors swing upwards to minimize 
footprint, maximize interior 
cleanroom space and reduce 
interference with other equipment 

n Electromagnetic Interlocks  
This system prevents both 
doors from ever being opened 
simultaneously 
 
Electrical

n 120 VAC, 60Hz, 15 amp circuit 

n Optional wall plug

Equipment pictured may include custom or optional features

Interior Dimensions Wall Opening Dimensions
Model w D H w H

UP1616 16” 24” 16” 24.625” 34.625”

UP2424 24” 24” 24” 32.625” 42.625”

Standard features

n 100% Stainless Steel Construction 
Germfree’s active pass-through box 
is designed to withstand the repeated 
use and daily cleaning required by a 
cleanroom facility

n HEPA Filtration Cycle  
Our HEPA filtration cycle creates an 
ISO 5 (Grade A) environment in 45 
seconds 
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Technical drawings

16x16 Model

Horizontal Laminar Flow Vertical Laminar Flow Containment Ventilated EnclosuresCleanroom Pass-ThroughCleanroom Pass-Through
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Technical drawings

24x24 Model

Horizontal Laminar Flow Vertical Laminar Flow Containment Ventilated EnclosuresCleanroom Pass-ThroughCleanroom Pass-Through
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