
Z-Series horizontal laminar 
flow hood

Pharmacy Equipment

Horizontal Laminar Flow 

Horizontal Laminar Airflow Workstations are designed 
for the handling of materials in a sterile working 
environment. The work area is continuously bathed 
with positive pressure ISO 5 horizontal laminar flow air 
that has passed through a High Efficiency Particulate 
Air (HEPA) filter. This filter removes particulates 0.3 
micron in size with an efficiency of 99.99%, and is even 
more effective for both larger and smaller particles. The 
laminar airflow principle consists of moving individual 
streams of unidirectional, ultra-clean air along parallel 
lines with minimal turbulence. The HEPA filter is 
positioned in the rear of the work area and is protected 
by a removable, perforated stainless steel diffuser.
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Equipment pictured may include custom or optional features

Pharmacy



STANDARD CONFIGURATION	
n Touch screen interface with 
integrated pressure monitoring and 
low flow alarms 
n I.V bar with six hooks 
n Compatible with 30” work 
deck upgrade (sold separately by 
Germfree)

 
n Two cable pass-throughs 
n Two duplex 110VAC receptacles 
(integrated into stand) 
n Static stand* 
*30” and 36” WD heights 

 

OPTIONAL ACCESSORIES  
- Options 
n Electric stand*	  
*31” - 38” adjustable WD height 
n 30” extended work deck	
 
 

Equipment checklist
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Application Specifications

Germfree’s Horizontal Laminar Airflow 
Workstation has been designed to 
provide an efficient platform for 
preparing non-hazardous Compounded 
Sterile Preparations (CSPs) and to meet 
all requirements of USP <797>. The 
internal LED light is designed to reduce 
glare in the work area while minimizing 
heat build-up. Our SpillGuard feature 
is utilized in the sides and back of the 
full-width work area to protect the HEPA 
filter from spills. The CurveFlex forearm 
support feature provides operator 
comfort.

n Hospital pharmacy

n Non-hazardous drug compounding

Testing, warranty, and support information

– Equipment and HEPA filters are Factory Acceptance Tested  
   (FAT) prior to shipment, meeting EN guidelines and an       	
   airflow test prior to shipping. 
– Independent 3rd party certification on-site is recommended 
   prior to operation. 
– An operation and maintenance manual is included 
– Germfree Standard equipment carries a 2 year parts  
    warranty. Consult a Germfree Expert for more information.

n Night Mode 
When not in use, unit can be 
placed in Night Mode, which 
reduces airflow, greatly reducing 
energy consumption.

n I.V. Bar with Hooks 
Bars/hooks are placed with 
ergonomics and user flexibility 
in mind. 

n Spillguard to Protect HEPA 
Filter 
Germfree’s proprietary design 
protects the HEPA Filter and 
enhances unit cleanability.

n Cleanroom-Compliant Prefilter 
Increases the life of the front-
loading HEPA Filter while reducing 
particulates inside the cleanroom. 
 
Electrical

n System requires 115V, 60Hz, 
15-amp 

Equipment pictured may include custom or optional features

Standard features

n All Stainless Steel Construction 
Interior and exterior surfaces are 100% 
stainless steel for maximum cleanability 
and durability. Interior coved corners 
and radiused bends facilitate thorough 
cleaning of surfaces.

n Stainless Steel Panels 
Side panels are stainless steel to 
withstand frequent cleaning and 
disinfection of surfaces.

n Low Glare LED Lighting 
Diffused LED light minimizes heat 
build-up and reduces glare.  Lights 
change color to alert user of alarms 
(flashing red) and when the unit is in 
night mode (blue).

n Touch Controls 
Touch control interface allows full 
control of the workstation, during 
operation and service.  Flush mounted 
controls are highly visible and easily 
cleanable. 

Horizontal Laminar Flow 

Overall Dimensions Work Area Dimensions
Model w D H w D H

Z400 48” 32” 79” 47” 22” 35.75”

Z600 72” 32” 79” 71” 22” 35.75”

Z800 96” 32” 79” 95” 22” 35.75”
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Dimensional Drawings
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Dimensional Drawings
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